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As the UK agent for the world  renowned  manufac turer 
Diamond  SA, Cic orel a re ab le to offer fib re op tic  p roduc ts a t 
the very forefront of c onnec tor tec hnology. 
 
The E-2000™ fib re op tic  c onnec tor system has been 
developed  to c over a ll requirements of telec ommunic a tion, 
CATV & LAN app lic a tions. It inc orpora tes numerous innova tive 
fea tures to address the needs of users. Its injec tion moulded  
housing  has a  positive la tc hing  mec hanism whereby the 
c onnec tor is removed  only by ac tion on the thumb la tc h. In 
add ition both the adap tor housing  and  the thumb la tc h c an 
be c olour c oded  to a id  fib re/ c irc uit identific a tion. 
 
A sp ring  loaded  p rotec tion c ap  offers laser sa fety to users and  
has p roved  a  popula r fea ture with Hea lth and  Sa fety 
p rofessiona ls c onc erned  with laser risks.  These fea tures 
c omb ined  with the unique ferrule tec hnology with ac tive c ore 
a lignment during  termina tion means tha t op tic a l fib res c an be 
perfec tly ma ted . 
 
The 0.1 dB Simp lex SM APC version has been developed  for the 
most advanc ed  Telec ommunic a tion/ CATV/ DWDM 
tec hnolog ies with extremely high transmission va lues 
(bandwid th). This fib re op tic  c onnec tor whic h guarantees a  
0.1dB insertion loss, time a fter time, is idea l for high power 
transmissions.  
 
A full range of ac c essories c omp letes the E-2000 family and  
inc ludes hyb rid  adap tors, mounting  c lips and  op tic a l 
a ttenua tors. The E-2000 c an be termina ted  onto sing lemode or 
multimode fib re, on buffered  and  rugged ised  c ab le or d irec tly 
onto op tic a l devic es. 

Diamond E-2000 Spec ific ations 
 E-2106.6 Simp lex  

SM PC 
E-2108.6 Simp lex  

SM APC 
E-2108.6 - 0.1 dB 
Simp lex SM APC 

Insertion Loss (IL): typ  0.2 max 0.4 dB typ  0.2 max 0.4 dB max 0.1 dB 
Return Loss (RL): min 50 dB min 70** dB min 85** dB 
Repeatab ility of IL: max ±0.1 dB max ±0.1 dB - 
Servic e Life: 1000 mate/ demate 

c yc les 
1000 mate/ demate 
c yc les 

1000 mate/ demate 
c yc les 

Opera ting 
Tempera ture: 

-40 /  +85 ºC * -40 /  +85 ºC * -40 /  +85 ºC * 

Storage Tempera ture: -40 /  +90 ºC * -40 /  +90 ºC * -40 /  +90 ºC * 
* May be further limited  by c ab le spec ific a tions. 
** Measured  using high p rec ision reflec tometer 
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